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JUICE BOOSTER 3 air
j+ pilot

Die mobile Wallbox für überall
Mit der j+ pilot App steuerst du alle
Funktionen deines JUICE BOOSTER 3 air:
Freischaltung, zeitgesteuertes Laden, 
Regelung der Stromstärke, Ladeverlauf, 
Statistik und Lastmanagement. Laufend 
kommen neue Features hinzu.

 
Lade dir die App jetzt 
herunter und tauche in
die Welt von j+ pilot ein.

Kompatibel mit allen Elektroautos mit Typ-2- Anschluss. 
Lade ein- bis dreiphasig mit bis zu 16 Ampere – egal ob 
3,7/7,4 oder 11 kW. Unter idealen Voraussetzungen ist 
dein Akku je nach Grösse in nur 1–4 Stunden voll.

Kurz gesagt: Der JUICE BOOSTER 3 air ist die perfekte 
Ladestation für jeden Einsatz.

Wallbox 
Der JUICE BOOSTER 3 air kann mit der 
speziell entwickelten Halterung als Wand-
ladestation genutzt werden. 

Typ-2-Kabel
Nur noch ein Kabel an Bord: Mit dem JUICE BOOSTER 3 air 
und dem Typ-2-Adapter benötigst du auch für öffentliche Lade-
stationen kein separates Typ-2-Kabel mehr.

Mobile Ladestation 
Dank der umfangreichen Adapterauswahl für alle herkömmlichen 
Haushalts- und Industriesteckdosen lädst du weltweit sorgenlos.

30+ 
weitere

5 Meter Kabellänge
Mit Verlängerungskabel kann die Kabel-
länge sogar auf bis zu 25 m erweitert 
werden.

100% kompatibel
mit allen E-Autos, die einen 
Typ-2-Anschluss haben. 

JUICE CONNECTOR
Automatische Adaptererken-

nung mit vollautomatischer 
Einstellung der Ladeleistung.

Wasserdicht
Allwettertauglich.

Kommunikation
Bluetooth und WLAN für 

einfachstes Lastmanagement 
und Fernsteuerung.

Klein und handlich
Bis zu 10 × kleiner als andere mobile 

Ladestationen. Federleicht mit einem  
Gewicht von weniger als 1 kg. Better safe than sorry

Umfassende Fehlererkennung und Schutz 
vor falsch angeschlossenen Steckdosen.

Bis zu 3 Tonnen
Radlast überfahrsicher.

Adapterschloss
Privat oder öffentlich jederzeit  

diebstahlsicher.

Programmierbarer Button
am Typ-2-Stecker zum Einstellen  

der Leistungsstufe, für den Ladestopp  
oder zum Freigeben des Steckers.

RFID-Freischaltung
RFID-Leser im Typ-2-Stecker. 

Zwei RFID-Karten sind  
gratis dabei.

Die Gleich- und Wechselstrom-Fehlererkennung löst 
effektiv bei dem vorgeschriebenen Wert aus. 

Durch die integrierte Schutzfunktion kannst du auf den 
teuren FI Typ B im Haus verzichten. So sparst du Kosten 
und Arbeit von bis zu 1000 Euro/Franken.

Abmessungen Durchmesser: 53 mm, Länge: 213 mm, Kabellänge: 5 m

Gewicht ca. 700 g ohne Kabel, ca. 1,8 kg mit Kabel

Nennstrom 6 A bis 16 A (20 A als Mode-3-Ladekabel)

Netzspannung 230 V (1-phasig) / 400 V (3-phasig)

Kommunikation Bluetooth, WLAN

Fehleridentifikation 10 individuelle Fehleridentifikationen, u. a.

Pausierung bei überhitzten Haushaltssteckdosen
Sicherheitsabschaltung bei falsch verdrahteten Steckdosen
Sicherheitsabschaltung bei übermässiger Stromaufnahme des Fahrzeugs

CE-Konformität IEC 62752, IEC 61851, EMV, RoHS

Schutzart   – FI IP67 – RCD DC 6 mA, RCD AC 30 mA

Freischaltung RFID-Leser im Typ-2-Stecker (ISO 14443 Typ A)

Stecker netzseitig über 30 selbsterkennende Adapter erhältlich für Haushalts-, Industrie- und  
EV-Steckdosen, Adapterlänge ca. 30 cm

Kupplung  
fahrzeugseitig

Typ 2 (EN 62196)

Leistungsstufen 0 A / 6 A / 8 A / 10 A / 13 A / 16 A

Material, Farbe Aluminium eloxiert, anthrazit

Ordnung muss sein
Kostenlos dabei: robuste Tasche mit inte-
grierten Klettstreifen für den optimalen 
Halt im Kofferraum.

Änderungen vorbehalten. 

JUICE CELSIUS
Der in Haushaltsadaptern integrierte JUICE-CELSIUS-Tempera-
tursensor erkennt Überhitzung (z. B. bei schlecht verdrahteten 
Steckdosen) und schützt so vor möglichen Bränden.

Individualität Integrierte Fehlerstromerkennung

Technische Spezifikationen

The mobile wall box for all occasions
The j+ pilot app allows you to control all 
the functions of your JUICE BOOSTER 3 
air: activation, time-controlled charging, 
current control, charging progress, statis-
tics und load management. New features 
are being added on a continuous basis.

 
Download the app today and 
dive into the world of j+ pilot.

Compatible with all electric vehicles with a Type 2 connection. 

Single-phase to three-phase charging possible at up to 16 amps – 

with 3.7/7.4 or 11 kW. Under ideal conditions, your battery will be 

fully charged in just 1 to 4 hours (depending on size).

In short, the JUICE BOOSTER 3 air is the perfect charging station 

for all applications.

Wall box 
The JUICE BOOSTER 3 air can be used  
as a wall charging station in conjunction  
with the specially developed holder. 

Type 2 cable
Just one cable needed: With the JUICE BOOSTER 3 air and the 
Type 2 adapter, you no longer require a separate Type 2 cable 
for public charging stations.

Mobile charging station 
A comprehensive choice of adapters for all conventional domestic 

and industrial sockets ensures carefree charging all across the globe.
30+ 
others

5-metre cable length
The length can even be increased  
to 25 m using an extension cable.

100% compatible
with all electric vehicles fitted 
with a Type 2 connector. 

JUICE CONNECTOR
Automatic adapter detection 

with fully automatic adjust-
ment of charging capacity.

Waterproof
Can be used in any weather.

Communication
Bluetooth and WiFi for simple  
load management and remote 

control.

Small and handy
Up to 10 times smaller than other mobile 

charging stations. Feather-light with a 
weight of less than 1 kg.

Better safe than sorry
Comprehensive fault detection and 
protection against incorrectly connected 
sockets.

Extremely robust
Able to withstand wheel 
loads of up to 3 tonnes.

Adapter lock
Theft protection at home  

and on the road.

Programmable button
On the Type 2 connector for setting  

the power level, stopping charging or 
releasing the connector.

RFID activation
RFID reader in the Type 2 

connector. Two RFID cards 
are included free of charge.

The DC and AC fault detection trips effectively at the prescribed 

value. 

The integrated safety function eliminates the need for an expen-

sive Type B residual current device in your home. This saves you 

costs of up to 1000 euros/francs.

Dimensions Diameter: 53 mm, length: 213 mm, cable length: 5 m

Weight approx. 700 g without cable, approx. 1.8 kg with cable

Rated current 6 A to 16 A (20 A as Mode 3 charging cable)

Mains voltage 230 V (1-phase) / 400 V (3-phase)

Communication Bluetooth, WiFi

Fault identification 10 individual fault identifications, incl.

Interruption in the case of overheated domestic sockets
Safety cut-out for incorrectly wired sockets
Safety cut-out for excessive vehicle current draw

CE conformity IEC 62752, IEC 61851, EMV, RoHS

Protection rating 
– RCD

IP67 – RCD DC 6 mA, RCD AC 30 mA

Activation RFID reader in Type 2 connector
(ISO 14443 Type A)

Mains connectors More than 30 self-detecting adapters available for domestic, industrial and EV sockets, 
approx. 30 cm adapter length

Vehicle-side con-
nection

Type 2 (EN 62196)

Power levels 0 A / 6 A / 8 A / 10 A / 13 A / 16 A

Material, colour Anodised aluminium, anthracite

Clean and tidy
Included free of charge: robust case with 
integrated Velcro strips for secure boot 
storage.

Subject to change.

JUICE CELSIUS
The JUICE CELSIUS temperature sensor integrated in domestic 
adapters detects overheating (e.g. in the case of poorly wired 
plug sockets) and thus protects against potential fires.

Individuality Integrated fault current detection
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Netzseite 
1,4 Meter Fahrzeugseite 

3,1 Meter

Der JUICE BOOSTER 3 air besticht auch 
durch ein umfangreiches Angebot an 
intelligenten Software-Features:

	• dynamisches Lastmanagement  
smartJUICE

	• Temperatursensorik  
in Haushaltssteckern

	• Strommessung

	• Zeitsteuerung

	• Accessmanagement

JUICE	BOOSTER	3	air
Rundum sorglos 
unterwegs

PURE

INTELLIGENZ

Haushaltsstecker Industriestecker EV-Stecker

Weitere Infos und  
Zubehör findest du 
unter juice.world/jb3

Mains side
1.4 metres Vehicle side 

3.1 metres

The JUICE BOOSTER 3 air also impresses 
with its comprehensive range of intelli-
gent software features:

	• smartJUICE dynamic load  
management

	• Temperature sensor  
technology in domestic plugs

	• Current measurement

	• Time control

	• Access management

JUICE	BOOSTER	3	air
Complete carefree  
solution

PURE

INTELLIGENCE

Household plugs Industrial connectors
EV
connectors

For more information 
and accessories visit: 
juice.world/jb3


